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— MARKING: 230V 1500 month/year =
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OTES. 6 e | SUS304  [oTe04.240.7 | 2
1, POWER: 230V/1500W (+5%/-10%). 5 Sorww SUS304 | max10 2
6\ TUBE:SUS304. 4 SUS430 250“‘"4 _900 2
2. HI-POT =1500V/SEC, CUT OFF CURRENT: 1mA. Soomactr ,
7. RESISTANCE WIRE MATERIAL:FE-CR WIRE. 8 P— cormts | 26-3K2.3X5 | 2
3, INSULATION RESITANCE:=100MQ/DC500V, MIN 2 2
8. INSULATED FILLER:MAGNESIUM OXIDE POWDER coxp  WIOMILD STEEL ©92.0%0.1
4. PROCESS:AL RADIATING. 1 emum | SUS304 26.6+0.05| 1
9. LEAD-OUT ROD MATERTAL:#10 STEEL, PLATED. - - S— RATING | |  ome
> o o g MAK. WHILE 10, SEALING MATERIAL:SILICON RUBBER. e
U ~ : MODEL: g
ENERGIZED AT RATED VOLTAGE o0180619-4 | 2258 ——
11, DEVELOPED LENGTH: 2259m, —otsoron | L26-6G308 war:_ | o | mm
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